GeM 7i—

Gover Azadl Ka
e Markelp!ace Amrit Mahotsav

YR

fag g&ar/Bid Number: GEM/2025/B/6526739
feeich /Dated: 08-09-2025

fas c&aasr / Bid Document

9= fAawur/Bid Details

95 dc @9 & ad@/a3T /Bid End Date/Time

17-10-2025 11:00:00

e geld &1 ali@/a@# ™ /Bid Opening
Date/Time

17-10-2025 11:30:00

5 Queper duar (de @A H arl/@ @) /Bid Offer
Validity (From End Date)

0 (Days)

FAGA/TST W IAA/Ministry/State Name

Ministry Of Finance

faswar @ AT/Department Name

Department Of Economic Affairs

IS H AFA/Organisation Name N/a
FAT T F AH/Office Name Karnataka
Pl A/ Total Quantity 310

a&q 4vfl /Iltem Category

Dial type indicating Pressure Gauges (Q3)

auf & 33T U TR A THTES P Je WA T /
MSE Exemption for Years Of Experience
and Turnover

Yes | Complete

FIE3NU F fAT 3gHa & anf 3K 30’ A g vara
&1 315 & / Startup Exemption for Years Of

Experience and Turnover

Yes | Complete

fahar & AR 3T gFAdS/Document required

from seller

Past Performance,Certificate (Requested in ATC),Additional
Doc 4 (Requested in ATC),Compliance of BoQ specification
and supporting document

*In case any bidder is seeking exemption from Experience /
Turnover Criteria, the supporting documents to prove his
eligibility for exemption must be uploaded for evaluation by
the buyer

w39 ARt g U fhe AT gEarast St
fafder 3 srr o arer |t FAfAgreeRt A e
Tqed &2 TEH A #/Do you want to show

documents uploaded by bidders to all
bidders participated in bid?

Yes (Documents submitted as part of a clarification or
representation during the tender/bid process will also be
displayed to other participated bidders after log in)

s oema & FAT-WA dead b AT HaRIS FAdH

el fashar3it &r E=ar1 / Minimum number of

bids required to disable automatic bid
extension
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{95 faawui/Bid Details

da$ S| / Number of days for which Bid |7
would be auto-extended

f991a e /Past Performance 30 %

faz O Ray et afha fFar/Bid to RA enabled | No

95 @1 g /Type of Bid Single Packet Bid

wAfHE Scure Avii/Primary product category Dial type indicating Pressure Gauges

Tepelichl HeAlehel & NI dehelichl FUBIBIOT ¥
A AT /Time allowed for Technical > Days
Clarifications during technical evaluation

forfiaror smavas (WEag deror wrftesor 5w & Wy
qd Uolighd TSI gRT)/Inspection Required (By

Empanelled Inspection Authority / Agencies No
pre-registered with GeM)
IqAfad s ea /Estimated Bid Value 560300
Hedidh ugfa/Evaluation Method Total value wise evaluation
FITAAT Ws/Arbitration Clause No
Yot @s/Mediation Clause No

$uaAdr faaIoI/EMD Detail
TsaIsery d/Advisory Bank State Bank of India
suadr IfRAYEMD Amount 11000

$didsh faavor /ePBG Detail
vsarsel da/Advisory Bank State Bank of India
SIS ufaera (% )/ePBG Percentage(%) 5.00
SIS &7 3T 7afY (AE) /Duration of ePBG 14
required (Months).

(a). S & ordf & TR STAL T & FTge =T B FARAT FIRY & fow s & @y 37 AT eTardst Tedd ) & Tawas
BTN F I had aEgH b fow o JAT Fart & forw dar gerdr ST ¥ $e & U &1 crariRAt A g7 Afd F aaR d
aTER @M a1 & 1/EMD EXEMPTION: The bidder seeking EMD exemption, must submit the valid supporting document
for the relevant category as per GeM GTC with the bid. Under MSE category, only manufacturers for goods and
Service Providers for Services are eligible for exemption from EMD. Traders are excluded from the purview of this
Policy.

(b).$uard) 3R Furga ST T, STl T rag & &, emenef & uat 3 @ @rfkw| / EMD & Performance securityshould be
in favour of Beneficiary, wherever it is applicable.
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aradt /Beneficiary :

SENIOR GENERAL MANAGER
STATE BANK OF INDIA, NOTE PRESS BRANCH, SALBONI 721132 (IFSC CODE:SBINO 003558)
(Bharatiya Reserve Bank Note Mudran P Ltd,salboni)

fasms1/Splitting

arelt fasrsar oray A& foRar 11/ Bid splitting not applied.

TSNS Wi afigdr/MIl Purchase Preference

THASIS @G adadr/MIl Purchase Preference Yes

TATES @il adIa/MSE Purchase Preference

THTHS Wi aiIdr/MSE Purchase Preference Yes

1. If the bidder is a Micro or Small Enterprise as per latest orders issued by Ministry of MSME, the bidder shall be
exempted from the eligibility criteria of "Experience Criteria" as defined above subject to meeting of quality and
technical specifications. The bidder seeking exemption from Experience Criteria, shall upload the supporting
documents to prove his eligibility for exemption.

2. If the bidder is a Micro or Small Enterprise (MSE) as per latest orders issued by Ministry of MSME, the bidder
shall be exempted from the eligibility criteria of "Bidder Turnover" as defined above subject to meeting of quality
and technical specifications. If the bidder itself is MSE OEM of the offered products, it would be exempted from
the "OEM Average Turnover" criteria also subject to meeting of quality and technical specifications. The bidder
seeking exemption from Turnover, shall upload the supporting documents to prove his eligibility for exemption.
3. If the bidder is a DPIIT registered Startup, the bidder shall be exempted from the the eligibility criteria of
"Experience Criteria" as defined above subject to their meeting of quality and technical specifications. The bidder
seeking exemption from Experience Criteria, shall upload the supporting documents to prove his eligibility for
exemption.

4. If the bidder is a DPIIT registered Startup, the bidder shall be exempted from the the eligibility criteria of
"Bidder Turnover" as defined above subject to their meeting of quality and technical specifications. If the bidder
is DPIIT Registered OEM of the offered products, it would be exempted from the "OEM Average Turnover" criteria
also subject to meeting of quality and technical specifications. The bidder seeking exemption from Turnover shall
upload the supporting documents to prove his eligibility for exemption.

5. Preference to Make In India products (For bids < 200 Crore):Preference shall be given to Class 1 local supplier
as defined in public procurement (Preference to Make in India), Order 2017 as amended from time to time and its
subsequent Orders/Notifications issued by concerned Nodal Ministry for specific Goods/Products. The minimum
local content to qualify as a Class 1 local supplier is denoted in the bid document. If the bidder wants to avail the
Purchase preference, the bidder must upload a certificate from the OEM regarding the percentage of the local
content and the details of locations at which the local value addition is made along with their bid, failing which
no purchase preference shall be granted. In case the bid value is more than Rs 10 Crore, the declaration relating
to percentage of local content shall be certified by the statutory auditor or cost auditor, if the OEM is a company
and by a practicing cost accountant or a chartered accountant for OEMs other than companies as per the Public
Procurement (preference to Make-in -India) order 2017 dated 04.06.2020. Only Class-I and Class-Il Local suppliers
as per Mll order dated 4.6.2020 will be eligible to bid. Non - Local suppliers as per Mll order dated 04.06.2020 are
not eligible to participate. However, eligible micro and small enterprises will be allowed to participate .The
buyers are advised to refer the OM No.F.1/4/2021-PPD dated 18.05.2023.

OM No.1 4 2021 PPD_dated 18.05.2023 for compliance of Concurrent application of Public Procurement Policy
for Micro and Small Enterprises Order, 2012 and Public Procurement (Preference to Make in India) Order, 2017.

6. Purchase preference will be given to MSEs having valid Udyam Registration and whose credentials are
validated online through Udyam Registration portal as defined in Public Procurement Policy for Micro and Small
Enterprises (MSEs) Order, 2012 dated 23.03.2012 issued by Ministry of Micro, Small and Medium Enterprises and
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https://bidplus.gem.gov.in/bidding/downloadOmppdfile/

its subsequent Orders/Notifications issued by concerned Ministry. If the bidder wants to avail themselves of the
Purchase preference, the bidder must be the manufacturer / OEM of the offered product on GeM. Traders are
excluded from the purview of Public Procurement Policy for Micro and Small Enterprises and hence resellers
offering products manufactured by some other OEM are not eligible for any purchase preference. In respect of bid
for Services, the bidder must be the Service provider of the offered Service. Relevant documentary evidence in
this regard shall be uploaded along with the bid in respect of the offered product or service and Buyer will decide
eligibility for purchase preference based on documentary evidence submitted, while evaluating the bid. If L-1 is
not an MSE and MSE Seller (s) has / have quoted price within L-1+ 15% (Selected by Buyer) of margin of
purchase preference /price band defined in relevant policy, such MSE Seller shall be given opportunity to match
L-1 price and contract will be awarded for 25% (selected by Buyer) percentage of total quantity. The buyers are
advised to refer the OM No. F.1/4/2021-PPD dated 18.05.2023 OM_No.1 4 2021 PPD_dated 18.05.2023 for
compliance of Concurrent application of Public Procurement Policy for Micro and Small Enterprises Order, 2012
and Public Procurement (Preference to Make in India) Order, 2017. Benefits of MSE will be allowed only if seller is
validated on-line in GeM profile as well as validated and approved by Buyer after evaluation of documents
submitted.

7. Estimated Bid Value indicated above is being declared solely for the purpose of guidance on EMD amount and
for determining the Eligibility Criteria related to Turn Over, Past Performance and Project / Past Experience etc.
This has no relevance or bearing on the price to be quoted by the bidders and is also not going to have any
impact on bid participation. Also this is not going to be used as a criteria in determining reasonableness of
quoted prices which would be determined by the buyer based on its own assessment of reasonableness and
based on competitive prices received in Bid / RA process.

8. Past Performance: The Bidder or its OEM {themselves or through re-seller(s)} should have supplied same or
similar Category Products for 30% of bid quantity, in at least one of the last three Financial years before the bid
opening date to any Central / State Govt Organization / PSU. Copies of relevant contracts (proving supply of
cumulative order quantity in any one financial year) to be submitted along with bid in support of quantity
supplied in the relevant Financial year. In case of bunch bids, the category related to primary product having
highest bid value should meet this criterion.

Dial Type Indicating Pressure Gauges ( 170 pieces )
(sharer: Aol 1 31X Aol 2 F T 3ngfcedt & F 3 3 W@ F & fow 3mavds/Minimum 50% and 20% Local

Content required for qualifying as Class 1 and Class 2 Local Supplier respectively)
dmeidhr faRPAr /Technical Specifications

* S eIl AfAf® & 33/ As per GeM Category Specification

RraRor/Specification afRA® & are /Specification s & faw 3maRas 31gAd I /Bid Requirement
Name (Allowed Values)
TYPE Type of Gauge Pressure Gauge
Gauge Service Classification || Industrial Gauge
Type of Pressure Element Bourdon Tube
Shape of Pressre Element C-Type
Method of Mounting Direct Mounting
Mounting Support NA
Process connection Bottom
End Connection Type Male
Thread Type NPT
SIZE / RANGE / Nominal Size of the Dial 150.0 (millimeter)
ACCURACY
Measuring Units kg/cm?2
Measurement Range 0to 6.0
(kg/cm2)
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https://bidplus.gem.gov.in/bidding/downloadOmppdfile/
https://bidplus.gem.gov.in/bidding/bid/showCatalogue/96iPlfImrW7-AoDidsa5nQZFjtqjzzY7xbQ9BlnuE-w

faaRur/Specification

AR & T /Specification

fds & faw 3maRds 31gAd I /Bid Requirement

Name (Allowed Values)
Measurement Range (Bar) 0to 6.0
Measurement Range 0 to 600
(millibar)
Measurement Range (kPa) 0 to 6000
Measurement Range (MPa) 0to 0.6
Measurement Range (PSI) 0 to 100

Scale Interval of the Gauge
/ Resolution

0.005, 0.01, 0.02, 0.05, 0.1, 0.2, 0.5, 1, 2, 5, 10, NA

Number of Minor Divisions
in the scale

20, 25, 30, 32, 40, 50, 60, 80, 100, 120, 125, 160,
200, 250, 300, 320, 400, 500

Accuracy Class

1

Enclosure Protection Class

IP 65

MATERIAL Material of Case & Bezel Stainless Steel, Gr 304
Material for Pressure Stainless Steel, Gr 316
element
Material for Movement Stainless Steel, Gr 304
component
Material for End Connector / || Stainless Steel, Gr 316
Shank
Material for Dial Plate Aluminium
Material for Pointer Aluminium

GENERIC Blow-out device Yes
Dampening liquid Liquid glycerine

TEMPERATURE Minimum Ambient -30.0 (degree Celsius)
Temperature
Maximum Ambient 60.0 (degree Celsius)
Temperature
Maximum Medium 60.0 (degree Celsius)
Temperature

WARRANTY Warranty on Equipment 1.0 (year)

WARRANTY

Additional Specification Parameters - Dial Type Indicating Pressure Gauges ( 170 pieces )
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Name

Specification Parameter

Bid Requirement (Allowed Values)

note that Technical

against respective

1) Bidders are requested to
Specifications appearing

item/schedule are indicative as
per GeM Portal constraints.

1) TECHNICAL SPECIFICATIONS GIVEN in attached - Additional terms and
conditions sheets are final and binding.

complied strictly.

2) TECHNICAL SPECIFICATIONS
as given in the Buyer ATC
attached as PDF are to be

2) If the Product offered fails to meet the Technical specifications as per
ATC, same shall be liable for rejection.

* Bidders offering must also comply with the additional specification parameters mentioned above.

RN /RAféar 3RAFN g2 A/Consignees/Reporting Officer and Quantity

. WY/ Ruaiféar .
EF.H;)/S'N 3T /Consignee qdr/Address AT /Quantity %T-hﬂft*li?ry/:ellvery
] Reporting/Officer
- . 721132,BHARATIYA RESERVE
1 E;Itg;laBrZa’a“das BANK NOTE MUDRAN (P) 170 45
LIMITED P.O. RBNML , SALBONI

Dial Type Indicating Pressure Gauges ( 35 pieces )

(sparer: Ao 1 3R AoN 2 & AT IYfclehel & T F e TH A & fAT 3MaTH/Minimum 50% and 20% Local

Content required for qualifying as Class 1 and Class 2 Local Supplier respectively)

dmeidhr faRPAr /Technical Specifications

* S eIl AfAf® & 33/ As per GeM Category Specification

faaRur/Specification

AR & T /Specification
Name

s & faw 3maRas 31gAd I /Bid Requirement
(Allowed Values)

TYPE

Type of Gauge

Pressure Gauge

Gauge Service Classification

Industrial Gauge

Type of Pressure Element

Bourdon Tube

Shape of Pressre Element

C-Type

Method of Mounting

Direct Mounting

Mounting Support NA
Process connection Bottom
End Connection Type Male
Thread Type NPT

SIZE / RANGE /
ACCURACY

Nominal Size of the Dial

150.0 (millimeter)

Measuring Units

kg/cm?2
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https://bidplus.gem.gov.in/bidding/bid/showCatalogue/8FG9WAF2AbnZKk-0rYxq3ssN72i8TsGpzVQz1QuRryY

faaRur/Specification

AR & T /Specification

fds & faw 3maRds 31gAd I /Bid Requirement

Name (Allowed Values)
Measurement Range 0to 4.0
(kg/cm?2)

Measurement Range (Bar) NA
Measurement Range 0 to 1000
(millibar)

Measurement Range (kPa) NA
Measurement Range (MPa) ||NA
Measurement Range (PSI) 0to 100
Scale Interval of the Gauge |1

/ Resolution

Number of Minor Divisions 20

in the scale

Accuracy Class 1
Enclosure Protection Class IP 65

MATERIAL Material of Case & Bezel Stainless Steel, Gr 304
Material for Pressure Stainless Steel, Gr 316
element
Material for Movement Stainless Steel, Gr 304
component
Material for End Connector / || Stainless Steel, Gr 304
Shank
Material for Dial Plate Aluminium
Material for Pointer Aluminium

GENERIC Blow-out device Yes
Dampening liquid Dry

TEMPERATURE Minimum Ambient 0.0 (degree Celsius)
Temperature
Maximum Ambient 65.0 (degree Celsius)
Temperature
Maximum Medium 70.0 (degree Celsius)
Temperature

WARRANTY Warranty on Equipment 1.0 (year)

WARRANTY

Additional Specification Parameters - Dial Type Indicating Pressure Gauges ( 35 pieces )
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Specification Parameter
Name

Bid Requirement (Allowed Values)

1) Bidders are requested to
note that Technical
Specifications appearing
against respective
item/schedule are indicative as
per GeM Portal constraints.

TECHNICAL SPECIFICATIONS GIVEN in attached - Additional terms and
conditions sheets are final and binding.

2) TECHNICAL SPECIFICATIONS
as given in the Buyer ATC
attached as PDF are to be
complied strictly.

If the Product offered fails to meet the Technical specifications as per ATC,
same shall be liable for rejection.

* Bidders offering must also comply with the additional specification parameters mentioned above.

RN /RAféar 3RAFN g2 A/Consignees/Reporting Officer and Quantity

. WY/ Ruaiféar .
EF.H;)/S'N 3T /Consignee qdr/Address AT /Quantity %T-hﬂft*li?ry/:ellvery
] Reporting/Officer
" . 721132,BHARATIYA RESERVE
1 E;Itg;laBrZa’a“das BANK NOTE MUDRAN (P) 35 45
LIMITED P.O. RBNML , SALBONI

Dial Type Indicating Pressure Gauges ( 25 pieces )

(sparer: Ao 1 3R AoN 2 & AT IYfclehel & T F e TH A & fAT 3MaTH/Minimum 50% and 20% Local

Content required for qualifying as Class 1 and Class 2 Local Supplier respectively)

dmeidhr faRPAr /Technical Specifications

* S eIl AfAf® & 33/ As per GeM Category Specification

faaRur/Specification

AR & T /Specification

s & faw 3maRas 31gAd I /Bid Requirement

Name (Allowed Values)

TYPE

Type of Gauge

Pressure Gauge

Gauge Service Classification

Industrial Gauge

Type of Pressure Element

Bourdon Tube

Shape of Pressre Element

C-Type

Method of Mounting

Direct Mounting

Mounting Support NA
Process connection Bottom
End Connection Type Male
Thread Type BSP/BSPT

SIZE / RANGE /
ACCURACY

Nominal Size of the Dial

100.0 (millimeter)

Measuring Units

kg/cm?2
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https://bidplus.gem.gov.in/bidding/bid/showCatalogue/DZ0KNRtJG5W6cXaMoGKoc9EykXwqK4qDNl183PbKSE0

faaRur/Specification

AR & T /Specification

fds & faw 3maRds 31gAd I /Bid Requirement

Name (Allowed Values)
Measurement Range 0to 10
(kg/cm?2)
Measurement Range (Bar) 0to 10
Measurement Range 0 to 1000
(millibar)
Measurement Range (kPa) 0 to 1000
Measurement Range (MPa) |[0to 0.1
Measurement Range (PSI) 0 to 10000
Scale Interval of the Gauge ||NA

/ Resolution

Number of Minor Divisions
in the scale

20, 25, 30, 32, 40, 50, 60, 80, 100, 120, 125, 160,
200, 250, 300, 320, 400, 500

Accuracy Class

1

Enclosure Protection Class

IP 66

MATERIAL Material of Case & Bezel Stainless Steel, Gr 304
Material for Pressure Stainless Steel, Gr 316
element
Material for Movement Stainless Steel, Gr 316
component
Material for End Connector / || Stainless Steel, Gr 316
Shank
Material for Dial Plate Aluminium
Material for Pointer Aluminium

GENERIC Blow-out device No
Dampening liquid Liquid glycerine

TEMPERATURE Minimum Ambient 0.0 (degree Celsius)
Temperature
Maximum Ambient 70.0 (degree Celsius)
Temperature
Maximum Medium 60.0 (degree Celsius)
Temperature

WARRANTY Warranty on Equipment 1.0 (year)

WARRANTY

Additional Specification Parameters - Dial Type Indicating Pressure Gauges ( 25 pieces )
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Specification Parameter
Name

Bid Requirement (Allowed Values)

1) Bidders are requested to
note that Technical
Specifications appearing
against respective
item/schedule are indicative as
per GeM Portal constraints.

TECHNICAL SPECIFICATIONS GIVEN in attached - Additional terms and
conditions sheets are final and binding.

2) TECHNICAL SPECIFICATIONS
as given in the Buyer ATC
attached as PDF are to be
complied strictly.

If the Product offered fails to meet the Technical specifications as per ATC,
same shall be liable for rejection.

* Bidders offering must also comply with the additional specification parameters mentioned above.

RN /RAféar 3RAFN g2 A/Consignees/Reporting Officer and Quantity

. WY/ Ruaiféar .
EF.H;)/S'N 3T /Consignee qdr/Address AT /Quantity %T-hﬂft*li?ry/:ellvery
] Reporting/Officer
" . 721132,BHARATIYA RESERVE
1 E;Itg;laBrZa’a“das BANK NOTE MUDRAN (P) 25 45
LIMITED P.O. RBNML , SALBONI

Dial Type Indicating Pressure Gauges ( 30 pieces )

(sparer: Ao 1 3R AoN 2 & AT IYfclehel & T F e TH A & fAT 3MaTH/Minimum 50% and 20% Local

Content required for qualifying as Class 1 and Class 2 Local Supplier respectively)

dmeidhr faRPAr /Technical Specifications

* S eIl AfAf® & 33/ As per GeM Category Specification

faeruT/Specification fafAf® @1 @A /Specification fas & fow 3maRa® IgHT H=T /Bid Requirement

Name (Allowed Values)

TYPE Type of Gauge Pressure Gauge

Gauge Service Classification || Industrial Gauge

Type of Pressure Element Bourdon Tube
Shape of Pressre Element C-Type
Method of Mounting Direct Mounting
Mounting Support NA
Process connection Back
End Connection Type Male
Thread Type NPT
SIZE / RANGE / Nominal Size of the Dial 150.0 (millimeter)

ACCURACY

Measuring Units kg/cm2, Bar, mbar, KPa, MPa, PSI
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https://bidplus.gem.gov.in/bidding/bid/showCatalogue/5QeOz-iOdUh0OdNcFM6dMt8U5EIN4JXf2ms9fO9v1To

faaRur/Specification

AR & T /Specification

fds & faw 3maRds 31gAd I /Bid Requirement

Name (Allowed Values)
Measurement Range 0to 10
(kg/cm?2)
Measurement Range (Bar) NA
Measurement Range 0 to 1000
(millibar)
Measurement Range (kPa) NA
Measurement Range (MPa) ||NA
Measurement Range (PSI) NA

Scale Interval of the Gauge
/ Resolution

0.005, 0.01, 0.02, 0.05, 0.1, 0.2,0.5,1, 2,5, 10

Number of Minor Divisions
in the scale

20, 25, 30, 32, 40, 50, 60, 80, 100, 120, 125, 160,

200, 250, 300, 320, 400, 500

Accuracy Class

1

Enclosure Protection Class

IP 65

MATERIAL Material of Case & Bezel Stainless Steel, Gr 304
Material for Pressure Stainless Steel, Gr 316
element
Material for Movement Stainless Steel, Gr 304
component
Material for End Connector / || Stainless Steel, Gr 304
Shank
Material for Dial Plate Aluminium
Material for Pointer Aluminium

GENERIC Blow-out device Yes
Dampening liquid Dry

TEMPERATURE Minimum Ambient -10.0 (degree Celsius)
Temperature
Maximum Ambient 60.0 (degree Celsius)
Temperature
Maximum Medium 100.0 (degree Celsius)
Temperature

WARRANTY Warranty on Equipment 1.0 (year)

WARRANTY

Additional Specification Parameters - Dial Type Indicating Pressure Gauges ( 30 pieces )
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Specification Parameter
Name

Bid Requirement (Allowed Values)

1) Bidders are requested to
note that Technical
Specifications appearing
against respective
item/schedule are indicative as
per GeM Portal constraints.

TECHNICAL SPECIFICATIONS GIVEN in attached - Additional terms and
conditions sheets are final and binding.

2) TECHNICAL SPECIFICATIONS
as given in the Buyer ATC
attached as PDF are to be
complied strictly.

If the Product offered fails to meet the Technical specifications as per ATC,
same shall be liable for rejection.

* Bidders offering must also comply with the additional specification parameters mentioned above.

RN /RAféar 3RAFN g2 A/Consignees/Reporting Officer and Quantity

. WY/ Ruaiféar .
EF.H;)/S'N 3T /Consignee qdr/Address AT /Quantity %T-hﬂft*li?ry/:ellvery
] Reporting/Officer
" . 721132,BHARATIYA RESERVE
1 E;Itg;laBrZa’a“das BANK NOTE MUDRAN (P) 30 45
LIMITED P.O. RBNML , SALBONI

Dial Type Indicating Pressure Gauges ( 15 pieces )

(sparer: Ao 1 3R AoN 2 & AT IYfclehel & T F e TH A & fAT 3MaTH/Minimum 50% and 20% Local

Content required for qualifying as Class 1 and Class 2 Local Supplier respectively)

dmeidhr faRPAr /Technical Specifications

* S eIl AfAf® & 33/ As per GeM Category Specification

faaRur/Specification

AR & T /Specification

s & faw 3maRas 31gAd I /Bid Requirement

Name (Allowed Values)

TYPE

Type of Gauge

Pressure Gauge

Gauge Service Classification

Industrial Gauge

Type of Pressure Element

Bourdon Tube

Shape of Pressre Element

C-Type

Method of Mounting

Direct Mounting

Mounting Support NA
Process connection Bottom
End Connection Type Male
Thread Type NPT

SIZE / RANGE /
ACCURACY

Nominal Size of the Dial

100.0 (millimeter)

Measuring Units

kg/cm2, Bar, PSI
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https://bidplus.gem.gov.in/bidding/bid/showCatalogue/8vzMm5Ysg0lSJP_LHdQeBInB4oyV-rbgqFLKgYML-Qg

faaRur/Specification

AR & T /Specification

fds & faw 3maRds 31gAd I /Bid Requirement

Name (Allowed Values)
Measurement Range 0to 70
(kg/cm?2)
Measurement Range (Bar) 0 to 60
Measurement Range 0to 25
(millibar)
Measurement Range (kPa) 0 to 6000
Measurement Range (MPa) ||NA
Measurement Range (PSI) NA
Scale Interval of the Gauge |1

/ Resolution

Number of Minor Divisions
in the scale

20, 25, 30, 32, 40, 50, 60, 80, 100, 120, 125, 160,
200, 250, 300, 320, 400, 500

Accuracy Class

1

Enclosure Protection Class

IP 65

MATERIAL Material of Case & Bezel Stainless Steel, Gr 304
Material for Pressure Stainless Steel, Gr 316
element
Material for Movement Stainless Steel, Gr 304
component
Material for End Connector / || Stainless Steel, Gr 316
Shank
Material for Dial Plate Aluminium
Material for Pointer Aluminium

GENERIC Blow-out device Yes
Dampening liquid Liquid glycerine

TEMPERATURE Minimum Ambient 0.0 (degree Celsius)
Temperature
Maximum Ambient 60.0 (degree Celsius)
Temperature
Maximum Medium 70.0 (degree Celsius)
Temperature

WARRANTY Warranty on Equipment 1.0 (year)

WARRANTY

Additional Specification Parameters - Dial Type Indicating Pressure Gauges ( 15 pieces )

13/22



Specification Parameter
Name

Bid Requirement (Allowed Values)

1) Bidders are requested to
note that Technical
Specifications appearing
against respective
item/schedule are indicative as
per GeM Portal constraints.

TECHNICAL SPECIFICATIONS GIVEN in attached - Additional terms and
conditions sheets are final and binding.

2) TECHNICAL SPECIFICATIONS
as given in the Buyer ATC
attached as PDF are to be
complied strictly.

If the Product offered fails to meet the Technical specifications as per ATC,
same shall be liable for rejection.

* Bidders offering must also comply with the additional specification parameters mentioned above.

RN /RAféar 3RAFN g2 A/Consignees/Reporting Officer and Quantity

. WY/ Ruaiféar .
EF.H;)/S'N 3T /Consignee qdr/Address AT /Quantity %T-hﬂft*li?ry/:ellvery
] Reporting/Officer
" . 721132,BHARATIYA RESERVE
1 E;Itg;laBrZa’a“das BANK NOTE MUDRAN (P) 15 45
LIMITED P.O. RBNML , SALBONI

Dial Type Indicating Pressure Gauges ( 10 pieces )

(sparer: Ao 1 3R AoN 2 & AT IYfclehel & T F e TH A & fAT 3MaTH/Minimum 50% and 20% Local

Content required for qualifying as Class 1 and Class 2 Local Supplier respectively)

dmeidhr faRPAr /Technical Specifications

* S eIl AfAf® & 33/ As per GeM Category Specification

faaRur/Specification

AR & T /Specification

s & faw 3maRas 31gAd I /Bid Requirement

Name (Allowed Values)

TYPE

Type of Gauge

Pressure Gauge

Gauge Service Classification

Industrial Gauge

Type of Pressure Element

Bourdon Tube

Shape of Pressre Element

C-Type

Method of Mounting

Flush Mounting

Mounting Support Flange
Process connection Back
End Connection Type Male
Thread Type BSP/BSPT

SIZE / RANGE /
ACCURACY

Nominal Size of the Dial

100.0 (millimeter)

Measuring Units

Bar

14722


https://bidplus.gem.gov.in/bidding/bid/showCatalogue/8hpp43G5XoDYtzmbAcBqfHk2hP75o2e6cvslmN4lUu8

faaRur/Specification

AR & T /Specification

fds & faw 3maRds 31gAd I /Bid Requirement

Name (Allowed Values)
Measurement Range 0to 70
(kg/cm?2)
Measurement Range (Bar) NA
Measurement Range 0 to 600
(millibar)
Measurement Range (kPa) NA
Measurement Range (MPa) ||NA
Measurement Range (PSI) 0 to 1000
Scale Interval of the Gauge |1

/ Resolution

Number of Minor Divisions
in the scale

20, 25, 30, 32, 40, 50, 60, 80, 100, 120, 125, 160,
200, 250, 300, 320, 400, 500

Accuracy Class

1

Enclosure Protection Class

IP 65

MATERIAL Material of Case & Bezel Stainless Steel, Gr 304
Material for Pressure Stainless Steel, Gr 316
element
Material for Movement Stainless Steel, Gr 304
component
Material for End Connector / || Stainless Steel, Gr 316
Shank
Material for Dial Plate Aluminium
Material for Pointer Aluminium

GENERIC Blow-out device Yes
Dampening liquid Liquid glycerine

TEMPERATURE Minimum Ambient 0.0 (degree Celsius)
Temperature
Maximum Ambient 60.0 (degree Celsius)
Temperature
Maximum Medium 60.0 (degree Celsius)
Temperature

WARRANTY Warranty on Equipment 1.0 (year)

WARRANTY

Additional Specification Parameters - Dial Type Indicating Pressure Gauges ( 10 pieces )
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Specification Parameter
Name

Bid Requirement (Allowed Values)

1) Bidders are requested to
note that Technical
Specifications appearing
against respective
item/schedule are indicative as
per GeM Portal constraints.

TECHNICAL SPECIFICATIONS GIVEN in attached - Additional terms and
conditions sheets are final and binding.

2) TECHNICAL SPECIFICATIONS
as given in the Buyer ATC
attached as PDF are to be
complied strictly.

If the Product offered fails to meet the Technical specifications as per ATC,
same shall be liable for rejection.

* Bidders offering must also comply with the additional specification parameters mentioned above.

RN /RAféar 3RAFN g2 A/Consignees/Reporting Officer and Quantity

. WY/ Ruaiféar .
EF.H;)/S'N 3T /Consignee qdr/Address AT /Quantity %T-hﬂft*li?ry/:ellvery
] Reporting/Officer
" . 721132,BHARATIYA RESERVE
1 E;Itg;laBrZa’a“das BANK NOTE MUDRAN (P) 10 45
LIMITED P.O. RBNML , SALBONI

Dial Type Indicating Pressure Gauges ( 25 pieces )

(sparer: Ao 1 3R AoN 2 & AT IYfclehel & T F e TH A & fAT 3MaTH/Minimum 50% and 20% Local

Content required for qualifying as Class 1 and Class 2 Local Supplier respectively)

dmeidhr faRPAr /Technical Specifications

* S eIl AfAf® & 33/ As per GeM Category Specification

faaRur/Specification

AR & T /Specification

s & faw 3maRas 31gAd I /Bid Requirement

Name (Allowed Values)

TYPE

Type of Gauge

Pressure Gauge

Gauge Service Classification

Industrial Gauge

Type of Pressure Element

Bourdon Tube

Shape of Pressre Element

C-Type

Method of Mounting

Direct Mounting

Mounting Support NA
Process connection Bottom
End Connection Type Male
Thread Type BSP/BSPT

SIZE / RANGE /
ACCURACY

Nominal Size of the Dial

100.0 (millimeter)

Measuring Units

kg/cm?2
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https://bidplus.gem.gov.in/bidding/bid/showCatalogue/CYMYoyoW1GmE8JOOcxD7vetguOFXoowfOgdKIC_qKv8

faaRur/Specification

AR & T /Specification

fds & faw 3maRds 31gAd I /Bid Requirement

Name (Allowed Values)
Measurement Range 0to 16
(kg/cm?2)
Measurement Range (Bar) Oto 16
Measurement Range 0to 16
(millibar)
Measurement Range (kPa) 0 to 1600
Measurement Range (MPa) |[0Oto 1.6
Measurement Range (PSI) 0 to 300

Scale Interval of the Gauge
/ Resolution

0.005, 0.01, 0.02, 0.05, 0.1, 0.2, 0.5, 1, 2, 5, 10, NA

Number of Minor Divisions
in the scale

20, 25, 30, 32, 40, 50, 60, 80, 100, 120, 125, 160,

200, 250, 300, 320, 400, 500

Accuracy Class

1

Enclosure Protection Class

IP 66

MATERIAL Material of Case & Bezel Stainless Steel, Gr 304
Material for Pressure Stainless Steel, Gr 316
element
Material for Movement Stainless Steel, Gr 316
component
Material for End Connector / || Stainless Steel, Gr 316
Shank
Material for Dial Plate Aluminium
Material for Pointer Aluminium

GENERIC Blow-out device Yes
Dampening liquid Liquid glycerine

TEMPERATURE Minimum Ambient -20.0 (degree Celsius)
Temperature
Maximum Ambient 70.0 (degree Celsius)
Temperature
Maximum Medium 60.0 (degree Celsius)
Temperature

WARRANTY Warranty on Equipment 1.0 (year)

WARRANTY

Additional Specification Parameters - Dial Type Indicating Pressure Gauges ( 25 pieces )
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Specification Parameter
Name

Bid Requirement (Allowed Values)

1) Bidders are requested to
note that Technical
Specifications appearing
against respective
item/schedule are indicative as
per GeM Portal constraints.

TECHNICAL SPECIFICATIONS GIVEN in attached - Additional terms and
conditions sheets are final and binding.

2) TECHNICAL SPECIFICATIONS
as given in the Buyer ATC
attached as PDF are to be
complied strictly.

If the Product offered fails to meet the Technical specifications as per ATC,
same shall be liable for rejection.

* Bidders offering must also comply with the additional specification parameters mentioned above.

RN /RAféar 3RAFN g2 A/Consignees/Reporting Officer and Quantity

. WY/ Ruaiféar .
EF.H;)/S'N 3T /Consignee qdr/Address AT /Quantity %T-hﬂft*li?rylsbellvery
] Reporting/Officer
" . 721132,BHARATIYA RESERVE
1 ggt;r;]aBrZa’a”das BANK NOTE MUDRAN (P) 25 45
LIMITED P.O. RBNML , SALBONI

¥ar gru i a1 Rz & v wf/Buyer Added Bid Specific Terms and Conditions

1. Generic

Actual delivery (and Installation & Commissioning (if covered in scope of supply)) is to be done at

following address

GENERAL STORES (PH. NO.03227-280742 (DIRECT), 280212/280213, 8945528521 / 22 / 23 /24 EXTN:4252

, 4253,4257)

BHARATIYA RESERVE BANK NOTE MUDRAN (P) LTD

SALBONI - 721132

PASCHIM MEDINIPUR DISTRICT

WEST BENGAL

2. Forms of EMD and PBG

Bidders can also submit the EMD with Account Payee Demand Draft in favour of

BHARATIYA RESERVE BANK NOTE MUDRAN (P) LTD., SALBONI

payable at

STATE BANK OF INDIA, NOTE PRESS BRANCH, SALBONI 721132 (IFSC CODE:SBINO 003558)

Bidder has to upload scanned copy / proof of the DD along with bid and has to ensure delivery of hardcopy

to the Buyer within 5 days of Bid End date / Bid Opening date.

3. Forms of EMD and PBG

Bidders can also submit the EMD with Banker’s Cheque in favour of

BHARATIYA RESERVE BANK NOTE MUDRAN (P) LTD., SALBONI

payable at
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STATE BANK OF INDIA, NOTE PRESS BRANCH, SALBONI 721132 (IFSC CODE:SBINO 003558)

Bidder has to upload scanned copy / proof of the BC along with bid and has to ensure delivery of hardcopy
to the Buyer within 5 days of Bid End date / Bid Opening date.

Forms of EMD and PBG

Bidders can also submit the EMD with Payment online through RTGS / internet banking in Beneficiary
name

BHARATIYA RESERVE BANK NOTE MUDRAN (P) LTD., SALBONI

Account No.

11678747799

IFSC Code

SBIN0003558

Bank Name

STATE BANK OF INDIA

Branch address

NOTE PRESS BRANCH, RBNML P.O., SALBONI - 721132, PASCHIM MEDINIPUR DIST RICT. WEST BENGAL

Bidder to indicate bid number and name of bidding entity in the transaction details field at the time of on-
line transfer. Bidder has to upload scanned copy / proof of the Online Payment Transfer along with bid.

Generic

Bidder financial standing: The bidder should not be under liquidation, court receivership or similar
proceedings, should not be bankrupt. Bidder to upload undertaking to this effect with bid.

Certificates

Bidder's offer is liable to be rejected if they don't upload any of the certificates / documents sought in the
Bid document, ATC and Corrigendum if any.

Generic

Bidders are advised to check applicable GST on their own before quoting. Buyer will not take any
responsibility in this regards. GST reimbursement will be as per actuals or as per applicable rates
(whichever is lower), subject to the maximum of quoted GST %.

Buyer Added Bid Specific ATC

Buyer Added text based ATC clauses

A) FOLLOWING RANGE OF PRESSURE GAUGES ARE REQUIRED. BIDDERS SHALL DULY FILL ATC (ATTACHED
AS PDF) FOR THE PRESSURE GAUGES MENTIONED BELOW.

Pressure Gauge (0-6 kg/cm?) - Qty 170 Nos
Pressure Gauge (0-2 kg/cm?) - Qty 35 Nos
Pressure Gauge (0-10 kg/cm?) - Qty 25 Nos [Mounting Vertical (Bottom)]
Pressure Gauge (0-10 kg/cm?2) - Qty 30 Nos [Mounting Horizontal (Back)]
Pressure Gauge (0-70 kg/cm?2)- Qty 15 Nos [Mounting Vertical (Bottom)]
Pressure Gauge (0-70 kg/cm?2)- Qty 10 Nos [Mounting Horizontal (Back)]

Pressure Gauge (0-16 kg/cm?) - Qty 25 Nos
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1)

2)

3)

4)

10.

11.

12.

13.

Bidders are requested to note that Technical Specifications appearing against respective item/schedule a
re indicative as per GeM Portal constraints. TECHNICAL SPECIFICATIONS GIVEN in attached - Additio
nal terms and conditions sheets are final and binding.

TECHNICAL SPECIFICATIONS as given in the Buyer ATC attached as PDF are to be complied str

ictly. If the Product offered fails to meet the Technical specifications as per ATC, same shall be liable for r
ejection.

Past Performance of 30 % - Bid Quantity of similar or same item to be
supplied. [ i.e. 30 % of 310 nos =93 nos]
The Bidder or its OEM {themselves or through reseller(s)} should have re
gularly, manufactured / supplied 30% of same or similar Category Produc
ts in AT LEAST ONE OF THE LAST THREE FINANCIAL YEARS to any repute
d Organisation before the bid opening date. with completion documents t
o be submitted along with the bid.

In case of Bank Guarantee - It shall be submitted by the successful Bidder as p
er format of BRBNMPL given in ATC

Buyer Added Bid Specific ATC

Buyer uploaded ATC document Click here to view the file.

Warranty

Warranty period of the supplied products shall be 1 years from the date of final acceptance of goods or
after completion of installation, commissioning & testing of goods (if included in the scope of supply), at
consignee location. OEM Warranty certificates must be submitted by Successful Bidder at the time of
delivery of Goods. The seller should guarantee the rectification of goods in case of any break down during
the guarantee period. Seller should have well established Installation, Commissioning, Training,
Troubleshooting and Maintenance Service group in INDIA for attending the after sales service. Details of
Service Centres near consignee destinations are to be uploaded along with the bid.

Generic

Data Sheet of the product(s) offered in the bid, are to be uploaded along with the bid documents. Buyers
can match and verify the Data Sheet with the product specifications offered. In case of any unexplained
mismatch of technical parameters, the bid is liable for rejection.

Purchase Preference (Centre)

Purchase preference to Micro and Small Enterprises (MSEs): Purchase preference will be given to MSEs as
defined in Public Procurement Policy for Micro and Small Enterprises (MSEs) Order, 2012 dated
23.03.2012 issued by Ministry of Micro, Small and Medium Enterprises and its subsequent
Orders/Notifications issued by concerned Ministry. If the bidder wants to avail the Purchase preference,
the bidder must be the manufacturer of the offered product in case of bid for supply of goods. Traders are
excluded from the purview of Public Procurement Policy for Micro and Small Enterprises. In respect of bid
for Services, the bidder must be the Service provider of the offered Service. Relevant documentary
evidence in this regard shall be uploaded along with the bid in respect of the offered product or service. If
L-1 is not an MSE and MSE Seller (s) has/have quoted price within L-14+ 15% of margin of purchase
preference /price band defined in relevant policy, such Seller shall be given opportunity to match L-1
price and contract will be awarded for percentage of 25% of total value.

Scope of Supply
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https://fulfilment.gem.gov.in/contract/slafds?fileDownloadPath=SLA_UPLOAD_PATH/2025/Sep/GEM_2025_B_6526739/CLM0010/PRGAUG_1960da93-e456-4798-83201757308902370_buyer49.dea.wb@gembuyer.in.pdf

14.

15.

16.

Scope of supply (Bid price to include all cost components) : Only supply of Goods
Forms of EMD and PBG

Successful Bidder can submit the Performance Security in the form of Account Payee Demand Draft also
(besides PBG which is allowed as per GeM GTC). DD should be made in favour of

BHARATIYA RESERVE BANK NOTE MUDRAN (P) LTD., SALBONI

payable at

STATE BANK OF INDIA, NOTE PRESS BRANCH, SALBONI - 721132 (IFSC CODE: SBIN0003558)

. After award of contract, Successful Bidder can upload scanned copy of the DD in place of PBG and has to
ensure delivery of hard copy to the original DD to the Buyer within 15 days of award of contract.

Forms of EMD and PBG

Successful Bidder can submit the Performance Security in the form of Payment online through RTGS /
internet banking also (besides PBG which is allowed as per GeM GTC). On-line payment shall be in
Beneficiary name

BHARATIYA RESERVE BANK NOTE MUDRAN (P) LTD., SALBONI

Account No.

11678747799

IFSC Code

SBIN0003558

Bank Name

STATE BANK OF INDIA

Branch address

NOTE PRESS BRANCH, BRBNMPL, SALBONI - 721132

. Successful Bidder to indicate Contract number and name of Seller entity in the transaction details field at
the time of on-line transfer. Bidder has to upload scanned copy / proof of the Online Payment Transfer in
place of PBG within 15 days of award of contract.

Sample Clause

After award of contract - Successful Bidder shall have to get advance sample approved from buyer before
bulk manufacturing / starting bulk supplies. Successful Bidder shall submit

2

samples for Buyer's approval, within 15 days of award of contract. Buyer shall, as per contract
specifications framework, either approve the advance sample or will provide complete list of modification
required in the sample within 10 days of receipt of advance sample. Seller shall be required to ensure
supply as per approved sample with modifications as communicated by Buyer. If there is delay from buyer
side in approval of advance sample - the delivery period shall be refixed without LD for the period of delay
in sample approval. In case, the sample is found to have major deviations / not conforming to the Contract
specifications, the buyer at its discretion may call for fresh samples for approval before allowing bulk
supplies or may terminate the contract after notifying the deviations to the seller.

Unless otherwise provided in the contract, all samples required for test shall be supplied by the contractor
free of cost. Where under the contract, the contractor is required to submit an advance sample, any
expenses incurred by the contractor on or in connection with the production of stores in bulk, before the
sample has been approved unconditionally shall be borne by the Seller and he shall not claim any
compensation in the event of such sample being found unacceptable by the Buyer / Consignee.

o/ Disclaimer

The additional terms and conditions have been incorporated by the Buyer after approval of the Competent

Authority in Buyer Organization, whereby Buyer organization is solely responsible for the impact of these clauses
on the bidding process, its outcome, and consequences thereof including any eccentricity / restriction arising in
the bidding process due to these ATCs and due to modification of technical specifications and / or terms and
conditions governing the bid. If any clause(s) is / are incorporated by the Buyer regarding following, the bid and
resultant contracts shall be treated as null and void and such bids may be cancelled by GeM at any stage of

bidding process without any notice:-
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1. Definition of Class | and Class Il suppliers in the bid not in line with the extant Order / Office Memorandum
issued by DPIIT in this regard.

2. Seeking EMD submission from bidder(s), including via Additional Terms & Conditions, in contravention to
exemption provided to such sellers under GeM GTC.

3. Publishing Custom / BOQ bids for items for which regular GeM categories are available without any
Category item bunched with it.

Creating BoQ bid for single item.

Mentioning specific Brand or Make or Model or Manufacturer or Dealer name.

Mandating submission of documents in physical form as a pre-requisite to qualify bidders.
Floating / creation of work contracts as Custom Bids in Services.

Seeking sample with bid or approval of samples during bid evaluation process. (However, in bids for
attached categories, trials are allowed as per approved procurement policy of the buyer nodal Ministries)

9. Mandating foreign / international certifications even in case of existence of Indian Standards without
specifying equivalent Indian Certification / standards.

10. Seeking experience from specific organization / department / institute only or from foreign / export
experience.

11. Creating bid for items from irrelevant categories.
12. Incorporating any clause against the MSME policy and Preference to Make in India Policy.
13. Reference of conditions published on any external site or reference to external documents/clauses.

14. Asking for any Tender fee / Bid Participation fee / Auction fee in case of Bids / Forward Auction, as the
case may be.

© N o v oA

15. Buyer added ATC Clauses which are in contravention of clauses defined by buyer in system generated bid
template as indicated above in the Bid Details section, EMD Detail, ePBG Detail and MIl and MSE Purchase
Preference sections of the bid, unless otherwise allowed by GeM GTC.

16. In a category based bid, adding additional items, through buyer added additional scope of work/ additional
terms and conditions/or any other document. If buyer needs more items along with the main item, the
same must be added through bunching category based items or by bunching custom catalogs or
bunching a BoQ with the main category based item, the same must not be done through ATC or Scope of
Work.

Further, if any seller has any objection/grievance against these additional clauses or otherwise on any aspect of
this bid, they can raise their representation against the same by using the Representation window provided in
the bid details field in Seller dashboard after logging in as a seller within 4 days of bid publication on GeM. Buyer
is duty bound to reply to all such representations and would not be allowed to open bids if he fails to reply to
such representations.

All GeM Sellers / Service Providers are mandated to ensure compliance with all the applicable laws /
acts / rules including but not limited to all Labour Laws such as The Minimum Wages Act, 1948, The
Payment of Wages Act, 1936, The Payment of Bonus Act, 1965, The Equal Remuneration Act, 1976,
The Payment of Gratuity Act, 1972 etc. Any non-compliance will be treated as breach of contract
and Buyer may take suitable actions as per GeM Contract.

Ig 9 arar=g oraf & 319t oft @ & /This Bid is also governed by the General Terms and Conditions

SIH B WA AT & TS 26 & TeH 3 AT & WY HH T AT T arel g7 & [T F Wl W ufdey & day &
T & YT H{H W TS I drel o1 & D =X 30 @A & [z ¢ & fow 9t o3 gom 59 a8 @3 & aren
qeTA WITAHY & wH Uohgpd allfds & e o §AT s &l s8d gureld Bl alem 3R IS o aed awon fRT S
T SHP! UIele o B W HJdY Pl Tcehlel FHAH el AR Bl & AR 30 A Plefell HILars & MU BN in terms

of GeM GTC clause 26 regarding Restrictions on procurement from a bidder of a country which shares a land border with India, any bidder from a country which shares a
land border with India will be eligible to bid in this tender only if the bidder is registered with the Competent Authority. While participating in bid, Bidder has to undertake
compliance of this and any false declaration and non-compliance of this would be a ground for immediate termination of the contract and further legal action in
accordance with the laws.

---g=are/Thank You---
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